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The Grainman 41EPO-II Series is an electro-pneumatic operated open mouth gross bagger. Designed for handling 
free flowing non-dusty products. The weighing capacity of the bagging scale is from 22 to 68 Kg. (50 to 150 Lbs.). 
Depending on the bag size, the machine is capable to work at an average speed of 6 to 8 bags per minute, with an 
accuracy of plus or minus 170 Gr. (6 oz.) 95% of weightings. 
The Model 41EPO-II is made in 304 stainless steel fabrication in most parts of the bagger, including those parts in 
contact with the product. Few parts of the bagger are made in other materials like UHMW, aluminum and cast iron) 

STANDARD FEATURES:

 5 to 1 calibrated beam. 
 Full set of weights. 
 Adjustable flow control. 
 Clamp shell spout with quick release 4 points bag holder system. 
 Sturdy pneumatic components: sealed cylinders, filter/regulator assembly with pressure dial indicator 
 Control Box with all electro-pneumatic components and wires, On/Off switch, fuse and electric cord. 
 Adjustable proximity switch for weight target cutoff. 
 For bag's openings of  81 cm (32”) or larger, and weightings from  22 Kg. (50 Lbs) to 68 Kg. (150 lbs). 
 Double proximity switch system for sensing bag and automatic grip activation 
 Dust pickup port on front of the bagger to connect to your vacuum system 
 Operation: 110 Volts 60 Hz, 0.2 CFM of air @ 80 PSI (available: 220 Volts 50 Hz). 

Model  No.  41EPO- I I  GROSS BAGGER 

Model 41EPO-II  Bagger shown 
without Optional Accessories. 
 (Accessories sold separately) 



Sturdy pneumatic components: 
Sealed cylinders, filter/regulator assembly  
with pressure dial indicator 

OPTIONAL ACCESSORIES: (sold separately)

 Suction Adapter Elbow to connect to your vacuum 
system (Elbow is shown in the drawings)

 8” x 8” Top Bagger Transition, 
 Rack & Pinion Manual Gate with Hand Wheel.

Clamp Shell Spout with quick 
release 4-points bag holder system. 
(two per side). 

Adjustable proximity 
switch for weight 
target cutoff 

General Dimensions: (in Inches)

Main Features:
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Ensacadora Modelo 41EPO-II,  
mostrada sin Accesorios Opcionales. 
 (Accesorios se venden por separado) 

ENSACADORA DE PESO BRUTO 
MODELO No.  41EPO- I I  

La Ensacadoras de Peso Bruto Grainman Modelo 41EPO-II es una maquina operada en forma electro-neumática, 
diseñadas  para ensacar  productos  no polvorientos  de  flujo  libre a una velocidad  de entre 6 hasta 8 sacos por 
minutos (50 Lbs./saco); con exactitud de mas ó menos 6 onzas, el 95% de los llenados. 

La Modelo 41EPO-II es fabricada a partir de acero inoxidable T304 en la mayoría de las partes, incluyendo el cuerpo 
principal y las partes que tienen contacto con el producto. Algunas de las partes la maquina son hechas de otros 
materiales tales como UHMW,  aluminio y hierro fundido. 

CARACTERISTICAS PRINCIPALES:

 Brazo calibrado con relación 5 a 1. 
 Juego completo de pesos. 
 Control de Flujo Ajustable. 
 Tolva de Llenado de sacos con sofisticado Sistema de Sensitividad y Sujetación de sacos. 
 Para sacos de 32” boca. 
 Componentes neumáticos: cilindros sellados, filtro/regulador con indicador de presión. 
 Panel Eléctrico completo, con componentes electro-neumáticos, mangueras plásticas, cables 

eléctricos, Switch de Encendido/Apagado (On/Off), fusible y cordón eléctrico. 
 Switch de Proximidad ajustable para corte de peso deseado. 
 Puerto de Salida frontal para conectar a su sistema de aspiración de polvos. 
 Operación: 110 Voltios 60 Hz, 0.2 CFM de aire @ 80 PSI (disponible: 220 Voltios 50 Hz).



Componentes neumáticos robustos: cilindros 
sellados, filtro/regulador con indicador de presión.  

Tolva de Llenado con Sistema de 
Sensitividad y Sujetación de Sacos. 

Sensor de Proximidad 
Ajustable para corte 
de pesaje

Dimensiones Generales Aproximadas: (en pulgadas)

Características Principales:

Toda la información escrita y grafica anterior 
esta sujeta a cambio sin previo aviso 
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ACCESORIOS OPCIONALES:
 (vendidos por separado) 

 Codo Adaptador de Succión para conectar a 
su sistema de aspiración de polvos               
(tal como es mostrado en los dibujos).

 Transición 8” x 8”, para colocar en la parte 
superior de la ensacadora y facilitar así la 
alimentación. 

 Compuerta tipo Cremallera y Piñón, de 
accionamiento manual por medio de volante.
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