EQUIPMENT No.65 RICE MILLER TESTER

Designed to comply with service requirements of The U.S.D.A. Federal/State Rice Inspection Service, the
Grainman No. 65 Rice Miller Tester provides a rapid, easy and efficient method of milling.

The Grainman No. 65 Rice Miller Tester accurately tests rice samples for milling yield by automatically
controlling both the milling pressure and the time cycle. The milling pressure is controlled with iron
weights in increments of 2 Lbs. up to 10 Lbs. for a wide range of milling results. An automatic digital
timer stops the machine at the desired interval. A manual push button “stops” control is also installed at
the control panel box

Our Equipment No. 65 greatly improves its well-known use to:

e Grain Elevators. e Universities
¢ Rice Mills. ¢ Rice Seed Producers
e Grain & Seed Control Official Inspections. ¢ Rice Research Centers

All information above is subject to change without previous notice




FEATURES:

llluminated Red Push
Button STOP Control

llluminated Green Push Miller Basket Assembly shown with
Button RUN Control pressure cover installed

End Plug with
Digital Timer Stainless Steel Knob & Stud
Control Enclosure
3 HP (2.2 kW) Electric Motor,
with CE & CSA marks on
the name plate
MODEL No. DESCRIPTION OPERATION
65-230-60-3 230 Volts 60 Hz 3 phases
Grainman No. 65 Rice Miller Tester, 60 Hz operation
65-460-60-3 460 Volts 60 Hz 3 phases
65-220-50-3 220 Volts 50 Hz 3 phases
Grainman No. 65 Rice Miller Tester, 50 Hz operation
65-380-50-3 380 Volts 50 Hz 3 phases

Shipping Information:

Part No. Description Weight Dimensions (in)

65BOX-W Wooden Box | 280 Lbs | 30”L x 21”W x 35”H

GRAIN MACHINERY MFG. CORP
1130 NW 163 DRIVE  Miami, FL 33169 USA
Phone: (305) 620-2525  Fax: (305) 620-2551
Email: info@grainman.com  Website:www.grainman.com
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EQUIPO No.65 - PULIDOR DE ARROZ
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Disefiado para cumplir con los requerimientos de servicio del Departamento de Agricultura de Estados
Unidos (USDA) / Servicios Estatales de Inspeccion de Arroz, el Pulidor de Arroz Grainman Equipo No. 65
proporciona un método rapido, facil y eficiente de pulido.

El Pulidor de Arroz Grainman Equipo No. 65 pule con precision muestras de arroz para verificar
rendimientos de pulido por medio del control de la presion de pulido y el ciclo de tiempo. La presién de
pulido es controlada por diferentes pesos [en incrementos de 'z Libra y hasta 10 Libras] que se cuelgan
en el brazo permitiendo asi una gran variedad de resultados de pulido. Un temporizador digital,
instalado en el panel, detiene la maquina al completarse el tiempo deseado. Para conveniencia del
usuario, el equipo tiene instalado un botéon de “pare de emergencia” en caso de necesidad.

El Pulidor Grainman No. 65 puede ser utilizado en:

e Centrales de Acopio. e Universidades.
e Molinos de Arroz. ¢ Productores de Semillas.
e Centros de Inspeccion y Control. e Centros de Investigacion.

Toda la informacion anterior esta sujeta a cambio en cualquier momento y sin previo aviso




CARACTERISTICAS:

Boton Rojo lluminado de Emergencia,
para control de “Pare” del motor

Botén Verde lluminado, para
control de arranque del motor
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Temporizador Digital

Acero Inoxidable

Caja de Control en

Ensamble de la Canasta de Pulido mostrada
con la Cubierta de Presion instalada

Tapoén de
Acceso de

Tapa Frontal
con Palanca y

Perilla
Motor Eléctrico de 3 HP (2.2 Kw.),
con marcas “CE” “CSA”
en la placa del motor
MODELO No. DESCRIPCION OPERACION
65-230-60-3 230 Voltios 60 Hz 3 fases
Pulidor de Arroz Grainman No. 65, para red de 60 Hz
65-460-60-3 460 Voltios 60 Hz 3 fases
65-220-50-3 220 Voltios 50 Hz 3 fases
Pulidor de Arroz Grainman No. 65, para red de 50 Hz
65-380-50-3 380 Voltios 50 Hz 3 fases

Informaciéon de Despacho:

No. Parte

Descripcion

Peso

Dimensiones (pulg.)

65BOX-W

Caja de Madera

280 Lbs

30”L x 21”W x 35”H

GRAIN MACHINERY MFG. CORP

1130 NW 163 DRIVE  Miami, FL 33169 USA
Telefono: (305) 620-2525  Fax: (305) 620-2551

Correo: info@grainman.com  Sitio:www.grainman.com
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